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MF18 supports Canon E-TTL, E-TTL I,

Nikon iTTL and Sony ADI / P-TTL. Flash light is

aufomatic

flash exposure value can be compensated.

@ User Friendly Color Display

Design of color display with auto rofating from
horizontal to vertical as the flash is rotated and the user
friendly six icon interface represents each of the modes
of operation— Auto, TTL, Manual/Av, Multi, Wireless
TTL (Master/Remote) and Customer Seffing.

ally controlled by the camera but the

@ External Service Box

(D External Power Pack Socket — Supports Nissin Power @ @
Pack PS300 to provide high speed charging.

@ X terminal - For flash synchronization.

(3) USB Service Port — Ring flash MF18 provides a
USB port to upgrade fo the latest firmware. @

MACRO FLASH

WIRELESS TRANSCEIVER

@ Wide range of lens
mount adaptation

Wide range of macro lens
mount adaptation from 49 to
77mm.

o

Normal Expended

@ Modeling LED

LED focus lamp with light ratio control, makes it easy to
focus on the shooting subject. The brightness reflects
flash power rafio setting of left and right, the effect can
be previewed.

Modeling LED switch on

@ Metal Hotshoe

Durable mefal hotshoe design, easy fo install and
reduce the chance of damage caused
by installation

Power Pack PS300

External Power booster for electronic flash unit

@ High Speed Charging
Power Pack PS300 provides high speed charging, approx. 0.7 seconds fo
recharge DiB66 and DiB66 Mark |l flash.

@ Economic

Approx. 60,000

(Using Di866 / Di866 Mark Il full power)

@ Two Power Supply Cables

Working with two flashes af the same time by using two power supply cables.

Specification

flash times by 1 Ni-MH battery cluster -7.2V/3,300 mAh

Compatibility

[Canon] 580EX Il, 580EX, 550EX, MR-14EX
[Sony] HVLFS8AM, HVIFS6AM

[Nikon] SB-800, SBS00, SB-80DX

Power source

Ni-MH battery(Exclusive battery lusier:7.2V x 3,300mAh - output 300V DC/input 100240V AC)

Battery life

200 fimes of charge/discharge approx.

Power cables

Max. 2 cables

Charging time

Approx. 0.5 seconds (Nissin Dig66/ Digé6 Mark I, Canon S80EXI, Nikon SB900)

Number of flashes

300 times per charged (Full power)

Dimensions

Power pack body 200 x 110 x 35mm (6 x 3.3 x 1.05 inch)

Weight

1.05kg / 370z (battery, power supply cable included)

Universal Shoe Cord SC-01

Off camera TTL Cord having multishoe confacts.  This single cord
will work with Canon, Nikon, Fujifilm, Pentax and Samsung
hotshoe cameras when used with an appropriate dedicated flash.

b

Battery Magazine BM-01

length of cord:
30cm / 12inch when folded
150cm / 5f. when expanded

A battery magazine is separately
available for Di466, Di866 and
DiB66 Mark II. Keep one extra with
your flash for an easy and quick
reloading.

® Sece www.nissindigital.com for more information.

@ Products Specification

Guide Number Angle coverage M/ Ft M/ Ft M/ Ft M/ Ft
24mm 31/102 25/83 18/59 =
28mm 36/119 28/92 20/66 —
35mm 40/132 32/106 22/73 —
50mm 46,152 35/16 24/79 =
70mm 52/172 38/125 27/89 =
85mm 54/178 41/135 30/99 =
105mm 60/198 44/145 33/109 —

Focal Length Coverage (35mm Equiv.) 24 ~ 105mm 24 ~ 105mm 24 ~ 105mm 12 ~ 53mm =

Wide Angle Diffuser 18mm (Build-in) 16mm (Build-in) 18mm (Build-in) 9mm (Build-in) =

Power Source 4 x AA battery 4 x AA battery 4 x AA battery 4 x AA battery

¥ Alkaine, NiM|

H, Lithium, Oxyride

Quick Loading System(BM-01)

Yes

Yes

Yes

Recycle Time NiMH battery 0.1 ~ 5.5 seconds 0.1 ~ 4 seconds 0.1 ~ 3.8 seconds 0.1 ~ 5.5 seconds
Alkaline battery 0.1 ~ 5.5 seconds 0.1 ~ 4.7 seconds 0.1 ~ 4.5 seconds 0.1 ~ 5.5 seconds
Number of Flashes NiMH battery 150 ~ 1500 fimes 200 ~ 1500 times 200 ~ 1500 times 120 ~ 800 times
Flash Duration Manual mode 1/300 (Full Power) 1/800 (Full Power) 1,/800 (Full Power) 1/300 (Full Power)
TTL mode 1,300 ~ 1,/30000 seconds 1/800 ~ 1,30000 seconds 1/800 ~ 1/20000 seconds 1,700 ~ 1,30000 seconds
Energy Saving Auto power off Off, 10, 15, 30, 45, 60 minutes 30 minutes 30 minutes 30 minufes
Stand-by mode 30 seconds 2 minufes 2 minutes 30 seconds
Display off Display screen switch off = = Display screen switch off
Color Temperature 5600K 5600K 5600K 5600K
Flash Power Control System Full Auto ETTL, ETTLII (for Canon) ETTL, ETTLII (for Canon)
i-TTL (for Nikon) — — i-TTL (for Nikon)
PTTL, ADI (for Sony) PTTL, ADI (for Sony)
T ETTL, ETTL Il (for Canon) ETTL, ETTLII (for Canon) ETTL, ETTL Il (for Canon) / #TTL (for Nikon) ETTL, ETTLII (for Canon)
iTTL (for Nikon) i-TTL (for Nikon) Four Thirds systen iTTL (for Nikon)
PTTL, ADI (for Sony) PTTL, ADI (for Sony) PTTL, ADI (for Sony)
Ev compensation +3.0Ev Ev compensation by camera Ev compensation +1.5Ev Ev compensation +3.0Ev
Auto Aperture | F]4-F16 (ISO 100), 1/3Ev steps _ _ _
Flash Manual zoom, Subflash allowed
Manual Power Ful-1/128, 1/3Ey deps = = Full-1/128, 1/3Ev steps
Manual zoom, Subflash allowed
Multi-flash Frequency~90Hz
1~90 times B B a
Power 1/8~1/128
Wireless Remote flash Slave Digital slave Digital slave Digital slave —
Film / Studio slave Film slave Film / Studio slave =
Sublash allowed — — —
Wireless TTL Mosﬁer/ Remote A Gl ol 1 G A Master £ @il
CTRL / RMT Canon / N_‘Qfﬂ) CTRL

Canon/ Nikon- Groups: 3 groups (A, B, C)

Sony- Groups: RMT , RMT1

Modes: Off/ TTL/ Manual

TTL Flash Ratio Adjustable For Canon

RMT Channel 1
(Sory)

Canon/ Nikon- Group: Group C

Sony- Groups: RMT

Modes: Off/ TTL/ Manual

[TTL Flash Ratio Adjustable For Canon

Ev Compensation on flash

-0.3~+3.0, 1/ 3Ev steps

-1.5~+1.5ekv, 1/2Ev steps

1.5~+1.5¢eEv, 1/2Ev steps

0.3~+3.0, 1/3Ev steps

My TTL Setting 0.3~+3.0, 1/3Ev steps -0.75~+0.75Ev, 1/4Ev steps -0.75~+0.75Ev, 1/4Ev steps -0.3~+3.0, 1/3Ev sfeps
Bounce Function Upward, left/Right 90° 180° Upward, Left/Right 90° 180° Upward 90° =
Sub-flash Full~1/128 = - -
FE/FV Lock [FEL] OR [#] Bution (For Canon)
Set FUNC. key as FV lock function in menu (For Nikon)

Rear curtain sync. Yes Yes Yes (Nikon / Four Thirds) Yes
High speed sync. Yes — — Yes
Red eyes reduction mode (Nikon) Yes Yes (Nikon) Yes (Nikon / Four Thirds) Yes
Slow sync. mode (Nikon) Yes Yes (Nikon / Sony) Yes (Nikon / Four Thirds) Yes
Red eyes reduction mode + Slow sync. mode (Nikon) Yes Yes Yes (Nikon / Four Thirds) Yes
AF Assist Light Distance 0.7~10m 0.7~6m 0.7~6m Modeling LED for macro focus
Operation Control Panel Color display (Auto rotation) LED LED Color display (Auto rotation)
Firmware update Terminal USB Terminal Exclusive Terminal Exclusive Terminal USB Terminal
X terminal Yes Yes — Yes
External power pack socket Nissin/ Canon,/ Nikon/” Sony original Power pack — — Nissin,/ Canon/ Nikon,/ Sony original Power pack
Accessories Soft Pouch Soft Pouch Soft Pouch leather hard case

Flash Stand with Tripod screw Flash Stand with Tripod screw Flash Stand with Tripod screw Adaptor ring for macro lens
Dimensions Main body: 115 x 65 x 85mm /

134 x 74 x 110mm / 5.3 x 2.9 x 4.3 inch | 130 x 77 x 103mm / 51 x 3 x 41 inch 105 x 67 x 95mm / 41 x 2.6 x 3.7 inch e Dl o L)
Ing flash: X X mm
4.7 x 5.3 x 1.6 inch

Weight 380grams (13.40z) w/o battery 315grams (11.10z) w/o battery 240grams (8.50z) w/o battery 446grams (15.70z) w/o battery

Notice: Flashes are not supporting film cameras

® Design And Specifications Are Subject To Change Without Prior Notice




